ST-556 rotary nozzle 8° with

ceramic insert, up to 350 bar ’/&

_ /’\ The choice of perfection

Ideal as an extreme dirt blaster
with an exceptionally aggressive
rotating jet.

v Rotor turbo nozzle with a
completely new, extreme
8° point jet.

v/ 1/4" female thread

v/ Exceptionally wear-resi-
stant, thanks to a high-per-
formance ceramic nozzle.

The ST-556 stainless steel rotary nozzle with an 8° spray angle

« Particularly robust rotary nozzle for extremely stubborn dirt, featuring an
extremely aggressive jet.

« Particularly suitable for applications in the areas of hydroexcavation, roof
cleaning, surface pretreatment or especially when used with powerful
cleaning drones

* Long, slender shape; extended brass/plastic hybrid rotor;
housing made entirely of stainless steel.

¢ Wear- and chemical-resistant housing.

|

 Spray angle 8°.

- 4,500 RPM at 250 bar i ~
 Pressure range: 150 - 350 bar. 1/4" F. Spray angle 8°. Rep. Kit ST-556
Max. 350 bar. Max. 100 °C
- R+M Nr. D) R+M Nr.
200 556 545 045 200 556 445
200556 550 050 200 556 450
200 556 560 060 200 556 460
) 200556 580 080 200 556 480
Our rotary nozzle with 200 556 590 090 200 556 490
nozzle size 06: 200556 510 100 200556 410
red color coding.
152mm We offer five additional
variants up to nozzle Technical specs
size 100.
Inlet 1/4"F
Farbkodierung der Suttner Rotorddsen MaX. pressure 350 bal’
Q00000 OO0 0O Max. temperature 100 °C
oz 035 04 045 o5 055 06 065 o7 o8 9 10 ,M Spray angle 8°
- - The R+M/ Suttner color coding for rotary nozzles and nozzle sizes. Weight in gram 600
39.5 mm Material of housing stainless steel
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